Panasonic Professional
Luminaires

Price List w.e.f. July 2016

Panasonic LED
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| Down Light

Recess mounting circular LED downlight luminaire
with die-cast aluminium housing in white powder
coating finish, specially designed heat sink, anti
glare diffuser and separate energy efficient
electronic driver.

= Input Voltage : AC220-240V, 50/60Hz

*Voltage operating range : 100-240V

= 10W, 12W, 15W & 20W - HPF

= High Surge Protection : 2.5KV

= Long life of LEDs 50,000*BH (L70)

«Confirmed to 1EC Safety Standard (IEC60598, IEC61347)
= Optics : PMMA lens for better light distribution

= With Driver

Application areas

[110*‘] [>R§0] [ 20

[ Resldences ” Offices ][ Corridors ][ Shops

)

( Shopping Matts ] [ Showrooms ) [ Restaurants | [ Hotels

)

Wattage D g;f;;;n Dicmu:;?slii;n DE"STﬂ';" Product Code
mim
Downlight | 3000K | 300im @85 | 100x40 ADLOTROS3 | O8kg | 1150 | 1
5W DownlLight | 4000K | 330Im 285 100 x 40 ADLOIROS4 | O.Bkg | 1150 1
Down Light 6000K 350Im @85 100 x 40 ADLO1RO56 0.18kg 1150 1
Down Light 3000K 400im 295 114 x 40 ADLDTR0O73 0.22kg 1475 1
W Downlight | 4000K | 450im 295 114 x 40 ADLOTRO74 | 0.22kg | 1475 | 1
Down Light 6000K 480im @95 114 x 40 ADLO1RO76 0.22kg 1475 1
DownlLight | 3000K | 700im 2130 146 x 53 ADLOTRI0O3 | 0.46kg | 1825 1
10W DownLight | 4000K | 750Im 130 146 x 53 ADLOIRI04 | 0.46kg | 1825 1
Downlight | 6000K | 800Im 2130 146 x 53 ADLOIRIO6 | Od6kg | 1825 | 1
DownLight | 3000K | 800Im 150 173x 58 ADLOTR123 | 0.53kg | 2250 1
12W DownLight | 4000K | 850im @150 |  173x58 ADLOTRI24 | 0.53kg | 2250 | 1
DownLight | 6000K | 900im @150 | 173x58 ADLOIRI26 | 0.53kg | 2250 1
DownlLight | 3000K | 950im 2175 106 x 64 ADLOIRIS3 | 0.60kg | 2425 1
15W Down Light 4000K | 1000Im @175 196 x 64 ADLO1R154 0.60kg 2425 1
Downlight | 6000K | 1100im o175 196 X 64 ADLOTRIS6 | 0.60kg | 2425 | 1
Downlight | 3000K | 1300Im 2175 196 x 64 ADLOIR203 | 0.62kg | 3400 1
20W Downlight | 4000K | 1400im 2175 196 x 64 ADLOTR204 | 0.62kg | 3400 1
DownLight | 6000K | 1500Im @175 196 x 64 ADLOTR206 | 0.62kg | 3400 1
*Condion Apply
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| Down Light

New recess mounting circular LED downlight
luminaire for bright light equipped with die-cast
aluminium housing with electrophoresis
coating, exclusively designed heat sink, anti
glare diffuser accompaned with intergrated
energy efficient electronic driver.

« Input Valtage : AC220-240V, 50/60Hz

» Voltage operating range : 80-400V

* HPF

+ High Surge Protection : 2.5KV

* Long life of LEDs 50,000 BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
= Optics : Polycarbonate diffuser for better light distribution
* With Driver

Application areas

0] 50 20

[ Residences ][ Offices

]

[ Corridors ][ Shops
[

]
( shopping Malis ) [ Showrooms ) [ Restaurants | [ Hotels

]

Wattage D::rf;?; . D:i:;r?;i‘:)n D;TBT ::?“ Product Code
mm
Down Light | 3000K | 525Im 2100 115 x 50 ADLO7R073 0.2kg | 1700 1
W Down Light | 4000K | 560im 2100 115 x 50 ADLO7R074 0.2kg | 1700 .
Down Light B6000K 590Im @100 115 x 50 ADLO7RO76 0.2kg 1700 1
Down Light | 3000K | 750im 2120 140 x 57 ADLO7RI03 | 0.24kg | 2100 1
10W | Downlight | 4000K | 800Im 2120 140 x 57 ADLO7R104 | 0.24kg | 2100 1
Down Light 6000K 850Im 2120 140 x 57 ADLO7R106 0.24kg 2100 1
Down Light | 3000K | 1120im 2170 190 x 68 ADLO7R153 | 0.43kg | 3200 1
15W | Downlight | 4000K | 1200im 2170 190 x 68 ADLO7R154 | 0.43kg | 3200 1
 Downlight | 6000K | 1270im @170 190 x 68 ADLO7R1S6 | 043kg | 3200 | 1
Down Light | 3000K | 1500im 2200 223 % 71 ADLO7R203 | 0.55kg | 4500 1
20W | Downlight | 4000K | 1600im @200 | 223x71 ADLO7R204 | 0.55kg | 4500 1
DownLight | G00OK | 1700im @200 223 % 71 ADLO7R206 | 0.55kg | 4500 1
*CGondition Apply
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| Compact Down Light Now

New Compact Low Depth recess mount circular

LED downlight luminaire offering optimum Ra P
brightness and equipped with die-cast alumini-

um housing, excluisively designed heat sink, anti |00 >80|( 20 |

glare diffuser accompanied with seperate energy
efficient electronic driver.

«Input Voltage : AC220-240V, 50/60Hz »
*\oltage operating range : B0-330V

*HPF

=High Surge Protection : 2.5KV

= Long life of LEDs 50,000*BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
«Opfics : Polycarbonate diffuser lens for better light distribution
*With Driver

Application areas

[ Resldences } [ Offices ] [ Corridors ] [ Shops ]

( Shopping Matts ] ( Showrooms ) [ Restaurants ] [ Hotels )

Wattage D g;f;’;;n Dicmu:gs?;n DE"[;TE‘;H Product Code
mim
DownlLight | 3000K | 320im 275 80x36 ADLOSRO53 | 0.2kg | 1200 1
5W | Downlight | 4000K | 330im @75 | 80x36 ADLOBROS4 | 0.12kg | 1200 1
DownLight | 6000K | 350im 75 80x36 ADLOSROS6 | 0.2kg | 1200 1
DownLight | 3000K | 650im 290 106 x 38 ADLOSRI03 | 022kg | 1675 1
10w Downlight | 4000K | 660im | @90 105 x 38 ADLOBR104 | 0.22kg | 1676 | 1
DownLight | 6000K | 680im @90 105x 38 ADLOSRIO6 | 0.22kg | 1675 1
DownlLight | 3000K | 1000Im 290 105 x 38 ADLOSRI53 | 0.22kg | 2300 1
15W DownlLight | 4000K | 1050Im 290 105 x 38 ADLOSRI54 | 0.22kg | 2300 1
Downlight | 6000K | 1100l |  ©90 |  105x38 |  ADLOBRIS6 | 0.22kg | 2300 | 1
Downlight | 3000K | 1400im 2120 135x 38 ADLOSR203 | 0.28kg | 2900 1
20W | DownLight | 4000K | 1450Im | @120 135x38 | ADLOBR204 | 0.28kg | 2900 | 1 |
Down Light 6000K 1500im @120 135x 38 ADLOSR206 0.28kg 2900 1
*Condtion Apply
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| Down Light

Recess mounting circular swivel type LED
luminaire with die-cast aluminium housingin
white electrophoresis finish, specially designed
heat sink and separate energy efficient
electronic driver.

= Input Voltage : AC220-240V, 50/60Hz
+ Voltage operating range : 80-400V

* LPF

= High Surge Protection : 2.5KV

= Lang life of LEDs 50,000*BH (L70)

» Confirmed to IEC Safety Standard {|IEC60598, IEC61347)
* Optics : Polyearbonate Diffuser

= With Driver

Application areas

[Resldences][ Offices ][ Corridors ][ Shops ]

( Shopping Maits ] (_ Showrooms ) [ Restaurants ] [ Hotels )

Pradact Cut Out Dimension
Wattage Descrintion Dimension (DxH) Product Code Weight
P mm mm
3W | Down Light 3000K | 250im a70 : BOx 73 ADLO2R033 | 0.19kg 1125 1
5W Down Light | 3000K | 360im @70 | 80x73 ADLO2R053 | O.18kg | 1800 1
‘Condition Apply

| Down Light

Recess mounting circular LED luminaire with die-

cast aluminium housing in white electrophoresis Ra P
finish, specially designed heat sink and separate

energy efficient electronic driver. 20° 8 O 2 0

* Input Voltage : AC220-240V, 50/60Hz

= Voltage operating range : 80-400V J"ll ““
«LPF T
*» High Surge Protection : 2.5KV ~MM %

*» Long life of LEDs 50,000"BH (L70)

» Confirmed to IEC Safety Standard (IEC60598, IEC61347)
» Optics : Polycarbonate Diffuser

= With Driver

75 o = 3 e
Application areas - T
)

[Hasiclanc&s ][ Offices ][ Carridors ][ Shops

thpping Mallé [ Showrooms ] [ Restaurants ] [ Hotels ]

Cut Qut Dimension
Dimension (DxH) Product Code Weight
mm

Preduct

Watiage Description

3W | Downlight | 8000K | 250im 260 75 x 68 ADLO3R033 | 0A7kg = 1100 1
5W | Downlight | 3000K | 860im @60 | 75x68 ADLO3R0S3 | 0d7kg = 1750 1
- | Downlight | 3000K | §00m | @60 | 75x68 ADLO3RO73 | O7kg | 1925 1
Down Light | B000K | 550im @60 | 75x68 ADLO3RO76 | O17kg | 1925 1

*Condition Apply



| Down Light

Recess mounting circular LED downlight

luminaire with die-cast aluminium housing in
white powder coating finish, specially designed
heat sink, anti glare diffuser and separate energy
efficient electronic driver.

* Input Voltage : AG220-240V, 50/60Hz

+* \Voltage operating range : 80-400V

* HPF

« High Surge Protection : 2.5KV

* Long life of LEDs 50,000"BH (L70)

* Confirmed to IEC Safety Standard (IEC60598, IEG61347)
« Optics : Polycarbonate Diffuser

* With Driver

Appiication areas

[ Dffices I[ Corridors ][ Shops ][Shopplngmal'ﬁ]

[ Showrocoms ][ Restaurants H Hotels j

Product Cut Out Dimension
Descristion Dimension (DxH) Product Code Weight MRP X
P mm mm
Down Light 3000K 1550Im 2200 230 x 103 ADLO5R253 147kg = 4200 1
25W Down Light 4000K 1630Im 2200 230x 103 ADLO5R254 1.47kg 4200 1
Down Light 6000K = 1700Im @200 230x 103 ADLO5R256 1.47kg 4200 1
“Condition Apply

| Down Light

Recess mounting circular LED luminaire with die-

cast aluminium housing in white powder coating
finish, specially designed heat sink and separate
energy efficient electronic driver.

* Input Voltage : AC220-240V, 50/60Hz

+ Voltage operating range : 80-400V

* HPF

* High Surge Protection : 2.5KV

* Long life of LEDs 50,000°BH (L70)

* Gonfirmed to |IEC Safety Standard (IEC60598, IEC61347)
* Optics : Polycarbonate Diffuser

* With Driver

Application areas

[ Dffices ][ Caorridors ][ Shops

‘_ [Sropplng Mala]

[ Showrooms ] [ Restaurants } [ Hetels

J

Broduct Cut Out Dimension
Wattage Description Dimension (DxH) Product Code Weight MRP® Pkg.
mm mm
s Downlight | 3000K = 1650m | @130 140x 122 ADLO3R253 DB84kg =~ 5875 1
| Downlight | 6000K = 1700im |  ©130 140 x 122 ADLO3R256 | 0.84kg = 5875 1
*Condition Apply
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| Down Light

Recess mounting circular LED luminaire with die-

cast aluminium housing in white powder coating Ra IP
finish, specially designed heat sink and separate

energy efficient electronic driver. ; 60° 8 0 2 0

* Input Voltage : AC220-240V, 50/60Hz

* Voltage operating range : 80-400V

* HPF

* High Surge Protection : 2.5KV

* Long life of LEDs 50,000"BH (L70)

* Gonfirmed to IEC Safety Standard (IEC60538, IEC61347)
* Optics : Polycarbonate Diffuser

= With Driver

Application areas

| otfices ][ Comidors ]| Shops | Shopping Mals)

[ Showrcoms ] [ Flestaurﬂnts] [ Hotels ]

Prodict Cut Out Dimension
Wattage Description Dimension (DxH) Product Code Weight MRP ¥
P mm mm
Down Light 3000K & 2800lm | ©200 | 230x103 ADLO6R403 | 1.38kg | 7625 1
Down Light B6000K 3000im @200 | 230 x 103 ADLO6R406 W 1.38kg 7625 1
*Condltion Apply

| Base Light

Ultra slim edge lit type LED panel luminaire with
extruded aluminium housing, anti glare diffuser Ra P
and separate energy effficient electronic driver. ;

120° | 80 || 20

* Input Voltage : AG220-240V, 50/60Hz i
* Voltage operating range : 100-240V e \\

«HPF ~ / N
= High Surge Protection : 2 5KV L1585 . B

» Long life of LEDs 50,000°BH (L70)

* Gonfirmed to IEC Safety Standard (IEC60598, IECG1347)
» Optics : PS diffuser for better light distribution

= With Driver

Application areas

[ ofiices ][ Schools ][ Conference ]

[ Banke ][ BPO ][ Hospitals ]

Brauct Cut Out Dimension
Wattage Descripti Dimension (LxWxH) Product Code Weight MRP ¥ Pkg.
escription
mm mm
sow ‘ Base Light 4000K | 2800Im | 585 x 585 | 595 x 505 x 7 ABL12E404 4.3kg | 8500 1
| Baselight | B000K | 3000im | 585x585 | 595x595x7 ABLI2EA06 | 4.3kg | 8500 1
*Condition Apply
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| Base Light Now

New deep type recess Mounting square LED

luminaries equiped with CRCA powder coating Ra T
housing, anti glare diffuser with seperate energy | 2

efficient electronic driver. 130° >80]| 20

* Input Voltage: AG220-240V, 50/60Hz
= \oltage operating range : 80-330V
«HPF (== ——
« High Surge Protection : 2.5KV $05°541 \
 Long life of LEDs 50,000" BH (L70)

*Gonfirmed to IEC Safety Standard(IEC60598, IEC61347) -y
= Optics: Polycarbonate diffuser better light distribution <o

= With Driver

Application areas

[ ofices ][ schoots ][ Conference |

[ Banks ][ BPO ][ Hospitals ]

Product Cut Qut Dimension
Description Dimension (LxWxH) Product Code | Weight
P mm mm
Base Light 3000K | 2500m | 588x588 | 595x595x70 ABL13B363 3kg 5000 1
36W Base Light 4000K | 2600Im 588 x 588 595 x 595 x 70 ABL13B364 3Kg 5000 1
Base Light 6500K | 2950Im 588 x 588 505 x 595 x 70 ABL13B367 3Kg 5000 1
*Condtion Apply

| Base Light

Recess mounting LED luminaire with extruded

aluminium housing, anti glare diffuser and Ra P i
separate energy efficient electronic driver. =
120°) >80]| 20 |

= Input Voliage : AG220-240V, 50/60Hz
= Voltage operating range : 100-240V

*HPF & —
* High Surge Protection : 2.5KV = : (’

= Long life of LEDs 50,000*BH (L70) .

= Confirmed to IEC Safety Standard (IEG60598, IEC61347) ;

* Optics : PMMA lens for better light distribution =
= With Driver

Application areas

[ Offices J[ Schools ][Canfsrenca]

[ Banks ][ BPO ][ Hospitals ]

Product Cut Out Dimension
Wattage Description Dimension (LxWxH) Product Code Weight
mm
o Base Light 4000K 3000Im 588 x 588 595 x 595 x 55 ABL12B404 3.5kg 7075 1
Base Light 6000K 3200Im 588 x 588 595 x 595 x 85 ABL12B406 3.5kg 7075 1
*Condition Apply
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| Base Light

Recess mounting LED luminaire with metal
housing, anti glare diffuser and separate energy Ra P |
efficient electronic driver. 1 2 0 o 8 O 2 0

* Input Voltage : AC220-240V, 50/60Hz
» Voltage operating range : 100-240V

* HPF s = e s -
« High Surge Protection : 2.5KV { C1ses J ~—t

* Long life of LEDs 50,000"BH (L70) -

= Gonfirmed to IEC Safety Standard (IEC60588, IEC61347) S

« Optics : PS diffuser for better light distribution T
« With Driver
Application areas

86

[ otices ][ Schools | [ Conference |

[ Banks ][ BP0 ][ Hospitals )

Cut Out Dimension

Product - :
Wattage Description Dm;:}sian (L x:mx H) Product Code Weight | MRPX
Base Light 4000K 2800Im 588 x 588 598 x 588 x 35 ABL12D404 4.0kg 8775 1
e Base Light 6000K 3000im 588 x 588 598 x 588 x 35 ABL12D406 4.0kg 8r7s | 1
*Condition Apply

| Base Light

Ultra slim edge lit type LED panel luminaire with

-

extruded aluminium hour.ig, anti glare'diﬁlzlser Ra IP
and separate energy efificient electronic driver. [1 1 Oo] {>70] { 20 J

= Input Voltage : AG220-240V, 50/60Hz
* Voltage operating range : 80-400V

« HPF 8
= High Surge Protection : 2.5KV
» Long life of LEDs 50,000 BH (L70)

* Gonfirmed to IEG Safety Standard (IEC60598, IEC61347)
= Optics : Polycarbonate Diffuser
= With Driver

Application areas

L Offices JL Schools J[Cnnrarencs]

[ Banks ][ BPo ][ Hospitals ]

Product Cut Out Dimension
Wattage Describtion Dimension (LxWxH) Product Code Weight | MRPY
P mm mm
o Base Light 4000K 1100im 290 x 290 300 x 300 x 12 ABL21E164 0.77kg 2775 1
Base Light 6000K 1200Im 290 x 290 300x300x12 ABL21E166 0.77kg 2775 1
*Condition Apply
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| Base Light

Ultra slim edge lit type LED panel luminaire with
extruded aluminium housing, anti glare diffuser
and separate energy effficient electronic driver.

= Input Voltage : AG220-240V, 50/60Hz

= \oltage operating range : 80-400V

*HPF

+ High Surge Protection : 2.5KV

» | ong life of LEDs 50,000*BH (L70)

= Confirmed to IEC Safety Standard (IEG60598, IEC61347)
= Optics : Polycarbonate Diffuser

= With Driver

Application areas

[ Offices I[ Schools ][ Conferen[:e]

[ Banks ][ BP0 ][ Hospitals ]

goar

Cut Qut

Dimension

Product :
Wattage Description Dlmnf::]smn tL xn\:J r: H) Product Code
Base Light 4000K 2700Im 1190 x 280 1200 x 300 x 12 ABL24E364 3.66kg 8900 1
o Base Light 6000K 2800Im 1190x290 | 1200 x 300 x 12 ! ABL24E366 3.66kg 8900 1
*Condtion Apply

| Base Light

Recess mounting rectangular LED luminaire
with metal housing, anti glare ditfuser and
separate energy efficient electronic driver.

= Input Voltage : AG220-240V, 50/60Hz

= \oltage operating range : 80-400V

=HPF

# High Surge Protection : 2.5KV

= Long lifte of LEDs 50,000%BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
= Optics : Polycarbonate Diffuser

= With Driver

Application areas

[ Offices H Schools ][ Ccnteren[:e]

[ Bamks ][ BPO ][ Hospitals |

[eTirAN

Prodtict Cut Out Dimension
Wattage Descrintan Dimension (LxWxH) Product Code Weight
P mm mm
_ Base Light 4000K 2400Im 1190 x 290 1200 x 300 x 51 ABL24B364 3.3kg 8975 1
Base Light 6000K 2500Im 1180 x 290 | 1200 x 300 x 51 ABL24B366 [ 3.3kg 8975 1
*Condfion Apply
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| Base Light

Recess mounting rectangular LED luminaire
with metal housing, anti glare metal louvres and
separate energy efficient electronic driver.

* Input Voltage : AC220-240V, 50/60Hz

= Voltage operating range : 80-400V

* HPF

# High Surge Protection : 2.5KV

* Long life of LEDs 50,000*BH (L70)

* Gonfirmed to IEC Safety Standard (IEC60538, IEC61347)
= Optics : Polycarbonate Diffuser

» With Driver

Application areas

[ otices ||
[ Banks ][ ®PFO

Schoois ][ Conference ]

][ Hogpitals J

Wattage D;Té:_ﬂ;:; = Dicmuinosl;;n (?.TS?:: ?-?} Product Code
mm mm
Base Light 4000K 2700Im 590 x 590 600 x 800 x 39 ABL32D364 2.71kg 9600 2
i Base Light 6000K 2900Im 590 x 590 600 x 600 x 39 ABL32D366 2.71kg 9600 2
*Condition Apply

| Base Light

Recess mounting rectangular LED luminaire
with metal housing, anti glare metal louvres and
separate energy efficient electronic driver.

* Input Yoltage : AC220-240V, 50/60Hz

* Voltage operating range : 80-400V

= HPF

» High Surge Protection : 2.5KV

» Long life of LEDs 50,000"BH (L70)

* Gonfirmed to IEC Safety Standard (IEC60598, IEC61347)
* Optics : Polycarbonate Diffuser

= With Driver

Application areas

[ otices || ) [ Conterence |

[ Banke ][ 8PO

Schools

] [ Hospitals ]

oozh

Wattage | o Q;?;%n S on el Product Code Pkg.
mm mm
Base Light 4000K 2700Im 1190 x 290 1200 x 300 x 37 ABL34D364 2.76kg 10075 2
San Baselight | B000K | 2900m | 1190x290 | 1200x300x37 | ABL34D366 | 276kg | 10075 | 2
*Condition Apply



| Track Light Now

New aesthetically designed LED track light
lumianire equiped with aluminium die-cast
housing, exclusively designed heat sink
suitable for 3 circuit track system.

= Input Voltage : AG220-240V, 50/60Hz

= \oltage operating range : 80-400V

*HPF

« High Surge Protection : 2.5KV

* | ong life of LEDs 50,000*BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
= Optics : Polycarbonate Diffuser

= With Driver

Application areas

[ Shops ] [Shnpplng J'u"alls] [ Showrooms J [ Art Galleris J

Cut Out Dimension
Product Lumen 5
Bescrintion Output Dlmnt:;'rnsicn (DxXxWxH) ’ Product Code
- TrackLight | 3000K | 750im N/A | 186x60x212 |  ATRO20103 | O3kg | 3375 1
Track Light 6000K 800Im N/A l 186 x 60 x 212 | ATR020106 ‘ 0.3kg 3375 1
*Condtion Apply

| Track Light v

New aesthetically designed LED track light
lumianire equiped with aluminium die-cast
housing, exclusively designed heat sink
suitable for 3 circuit track systam.

= Input Voltage : AG220-240V, 50/60Hz

= \oltage operating range : 80-400V

*HPF

# High Surge Protection : 2.5KV

»ong life of LEDs 50,000*BH (L70)

« Confirmed to IEC Safety Standard (IEG60598, IEG61347)
= Optics : Polycarbonate Diffuser

= With Driver

Application areas

[ shops ]| ShoppingMails ) [ Showrooms ] [ ArtGalleris )

Cut Out Dimension
De’;’gf”tf:n Dimension (DxWxH) Product Code
P mm mm
oW Track Light 3000K | 1500Im N/A 186 x 90 x 245 ATR020203 0.5kg 6000 1
Track Light 6000K | 1600Im N/A 186 x 90 x 245 ATR020206 0.5kg 6000 1
Product Dimension (DxWx H) Product Code
Description mm
Track Track Light Surface Type, 1m 1000 x 35 x 15 ATR025000 0.54kg | 1400 1
Track Light Recess Type, Tm 1000 x 65 x 15 ATRO2R000 0.58kg | 1600 1

1 *Condition Apply



| Strip Light Now

New flexible LED strip light in Smtrs 1 2
length with 4.5W/Mtr power consumption

Ra IP IP
and incorporates 30 LEDs/ Mtr, available [
with wide viewing angle of 120 degrees, [120°] k>70} L 20J { 65 }

offer IP20 and IP 65 protection and R A s T e
equiped with seperate energy efficent 2 ASLOTTZA0/ ASLOH7234 / ASLO7236
electronic driver

IP20 IP65
= Input Voltage : AC220-240V, 50/60Hz —r1 8, b 108
» Voltage operating range : 175-265V _ﬁ— B
« HPF o u
» High Surge Protection : 1KV . i
» Long life of LEDs 50,000*BH (L70) . i
» Confirmed to IEC Safety Standard (IEC60598, IEC61347) g R E
» Optics : Not applicable for IP20, Silica gel for IP65 i
» With Driver = o

Doy e T

Application areas B ;r [~ E
[ Cove Lighting ] [ Cabinet Lighting ] [ Decorative Lighting ] =

Product Lumen

Description Output Dimension (LxWxH)

mm mm

Wattage Product Code Weight

Cut OQut | Dimension ‘

| StripLight IP20 | 3000K | 280Im | N/A | 5000x8x1 ASL013233 | 035kg = 3700 1
4.5W/m Strip Light IP20 | 4000K 300Im | N/A | 5000x8x1 ASLO13234 _. 0.35kg | 3700 1
| SwipLightIP20 | 6000K | 320m | N/A | 5000x8x1 ASLO13236 | 0.35kg | 700 1
| StripLightIP65 | 3000K | 250m | N/A | 5005x10.5x4 ASLO17233 | 0.45kg | 5000 1
45W/m | StripLightIP65 | 4000K | 270m | N/A | 5005x10.5x4 |  ASLOI7234 | 0.45kg | 5000 | 1
| StripLightIP65 | 6000K | 288im |  N/A | 5005x10.5x4 ASLOI7236 | 0d45kg | 5000 1

*Condition Apply

| Suspended Bay Light

Vertically suspended decorative type LED
luminaire with aluminium housing, Ra P
polycarbonate diffuser and with energy efficient 1 1 D° J

electronic driver. 70 2 O

« Input Voltage : AC220-240V, 50/60Hz

= Voltage operating range : 80-400V

* HPF

* High Surge Protection : 2.5KY

* Long life of LEDs 50,000*BH (L70)

s Confirmed to IEC Safety Standard (IEC60598, IEC61347)
* With Driver

Application areas

[ Shopping Malls] [ Showrooms ]

[ Food courts ][ Warehouses ]

Bt Cut Out Dimension
Descripti Dimension (DxH) Product Code Weight
cription e
Suspend Bay [ | |
sow | tgnt 3000K | 2100im | N/A _ 310 x 400 ABY010303 ‘ 2.73kg | 8575 1
' 3“*{;“;5” 6000K | 2300Im | N/A 310 x 400 ABY010306 2.73kg | 8575 1

*Condition Apply



| Suspended Bay Light

New vertically suspended decorative type LED
luminaire with aluminium housing and Reflector
along with energy efficient electronic driver.

+ Input voltage: AC220-240V, 50/60Hz

+\/oltage operating range : 80-400V

*HPF

= High Surge Protection : 2.5KV

« Long life of LEDs 50,000* BH (L70)

+ Confirmed to IEC Safety Standard (IEC80598, IEC61347)
= Optics : Polycarbonate Diffuser

« With Driver

Application areas

[ Shopping Malls ] [ Showrooms ]

[ Foed ceurts ][ Warehouses ]

fa0d 70 20.

Product Cut Out Dimension
Wattage D i Dimension (DxH) Product Code Weight MRPT Pkg.
escription Fabd e
Suspeie o | 000K | 3750Im NA 323325 ABY020503 | 1.55kg | 12000 | 1
50w
Suspert o™ | 6000K | 4000Im N/A 323 %325 ABY020506 | 1.55kg | 12000 | 1
“Condition Apply

| Suspended Bay Light

New vertically suspended decorative type LED
luminaire with aluminium housing and polycar-
bonate Reflector along with energy efficient
electronic driver.

« Input voltage: AC220-240V, 50/60Hz

=\/oltage operating range : 80-400V

*HPF

* High Surge Protection : 2.5KV

« Long life of LEDs 50,000* BH (L70)

« Confirmed to IEC Safety Standard (IEC60598, IEC61347)
* Opiies : Polyearbonate Diffuser

= With Driver

Application areas

[ Shopping Malls ] [ Showrooms ]

[ Food couns ][ Warehouses ]

Ra P )
120° ‘>70H 20

Product Lumen Cut Out Dimension
SRR Dimension (DxH) Product Code Weight
Description Output s s
s‘“ﬁg“ﬂd Rey 8000K | 8550im N/A 305 x 370 ABY030503 1.85kg | 12000 1
50W
St | 8000K | 3800im N/A 305 x 370 ABY030506 | 1.65kg | 12000 | 1
*Gondition Apply
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| Flood Light

Aesthetically designed LED floodlight lumianire

with pressure die-cast housing, Ra P
specially design heat sink with energy efficient .

electronic driver. 150° 70 65

* Input Voltage : AC220-240V, 50/60Hz

L = Length
» Voltage operating range : 80-400V W = Width
= HPF H=Heaight

» High Surge Protection : 2.5KV
* Long life of LEDs 50,000*BH (L70)

* Confirmed to IEC Safety Standard (IEC60598, IEC61347) H
= Optics : Glass diffuser

= With Driver —m -

Application areas W

[ Sign board ] [ Buildings ] [ Shap boards ] [ Indusiries

Product Cut Out Dimension
Wattage Description Dimension (LxWxH) Product Code Weight MRP ¥
P mm mm
15W Flood Light 6000K 1200Im N/A 180 x 140 x 130 AFLO10156 0.96kg 2900 1
30w Flood Light 6000K 2400im N/A 227 x 187 x 149 AFLO10306 1.82kg 7925 1
*Condition Apply
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| PROID

Surface mounted Batten type

= Input Voltage : AC220V +10%, 50/60Hz
= Long life of LEDs 50,000*BH (L70)
* Confirmed to PCSS
(Panasonic Corporation Safety Standards)
= Optics : Polycarbonate Diffuser
* With Driver

Application areas

[ Otfices [ Schools ][Cuntsrance]

BPO

[ Banks ) [

J[_ Hospltals ]

Ra |[ IP
‘80”20\

»

Praduct Cut O|:|t Dimension ’
Wattage Deseription Dimension (LxWxH) Product Code Weight
{LxW)mm mm
2000 Type 4000K 1960Im N/A 1150 x 80 x 55 NNFC20001 10.5kg 10200 1
20W 2000 Type 5000K | 2000Im N/A 1150 x 80 x 55 NNFC20051 10.5kg | 10200 1
2000 Type 6500K 1940Im N/A 1150 x 80 x 55 NNFC20101 10.5kg 10200 1
4000 Type 4000K 3290Im N/A 1150 x 80 x 55 NNFC40001 | 10.5kg 13260 1
39W 4000 Type 5000K 4000Im N/A 1150 x 80 x 55 NNFC40051 - 10.5kg 13260 1
4000 Type 6500K 3880Im N/A 1150 x 80 x 55 NNFC40101 : 10.5kg 13260 i
6000 Type 4000K | 5580Im N/A 1150 x 80 X 55 NNFC60001 | 10.5kg | 17340 1
53W 6000 Type 5000K 6000Im N/A 1150 x 80 x 55 NNFC60051 10.5kg 17340 1
6000 Type 6500K 5820Im N/A 1150 x B0 x 55 NNFC60101 - 10.5kg 17340 1
*Gondition Apply

| PROID

Surface mounted V-Shape type

= Input Voltage : AC220V £10%, 50/60Hz
* Long life of LEDs 50,000*BH (L70)
= Confirmed to PC8S
(Panasonic Corporation Safety Standards)
= Optics : Polycarbonate Diffuser
» With Driver

Application areas

[ offices ][ Sehools | [ Conferencs |

][ Hospitals J

[ Banks ][ BPO

Product Cut Out Dimension
Deacrian Dimension (LxWxH) Product Code Weight
(LxW)mm mm

2000 Type 4000K 1960Im N/A 1150 x 150 x 58 NMNFC20002 . 7.6kg 10200 1
20w 2000 Type 5000K 2000Im N/A 1150 x 150 x 58 | NNFC20052 1 7.6kg 10200 1

2000 Type 6500K - 1940Im N/A 1150 x 150 x 58 NNFC20102 7.6kg 10200 1

4000 Type 4000K 3290Im N/A 1150 x 150 x 58 NMNFC40002 7.6kg 13260 1
39w 4000 Type 5000K 4000Im N/A 1150 x 150 x 58 NNFC40052 1 7.6kg 13260 1

4000 Type [ 6500K - 3880Im N/A 1150 x 150 x 58 NNFC40102 - 7.6kg 13260 1

6000 Type 4000K 5580Im NAA 1150 x 150 x 58 NMNFC60002 7.6kg 17544 1
53w 6000 Type 5000K - 6000Im N/A - 1150 x 150 x 58 NMNFCe0052 - ?.Bk-g 17544 1

6000 Type i S_EDEIK i 5820Im N/A . 1150 x 150 x 58 NMNFC60102 7.6kg 17544 1

*Condiion Apply



| PROID

Surface mounted Reflector type

* [nput Voltage : AC220V +10%, 50/60Hz
* Long life of LEDs 50,000*BH (L70}
¢ Confirmed o PCSS
(Panasonic Corporation Safety Standards)
= Optics : Polycarbonate Diffuser
s With Driver

Application areas

Ra IP

[ Offices

][ Schools ][ Conference ]

[ Banks ][ BPO

][ Hospitals ]

Praduct _Cut OI:IT Dimension ‘
P Dimension {LxWxH) Product Code

Description (LxW)mm i
2000Type | 4000K | 1960im N/A 1197 x 150 x 65 NNFC20003 | 8.4kg | 10608 | 1
20W | 2000Type | 5000K | 2000im N/A 1197 x 150 x 65 NNFC20053 8.4kg = 10608 | 1
| 2000Type | @500K @ 1940im N/A 1197x 15065 |  NNFC20103 84kg = 10608 | 1
4000Type | 4000K | 3290Im N/A 1197 x 150 x 65 NNFC40003 | 8.4kg | 13260 | 1
38W | 4000Type | 5000K | 4000im N/A 1197 x 150 x 65 NNFC40053 | 8.4kg = 13260 | 1
| 4000Type | B500K | 3880Im N/A 1197 x 150 X 85 NNFC40103 84kg = 13260 | 1
6000 Type 4000K 5580Im N/A 1197 x 150 x 65 NNFCe0003 8.4kg 17544 1
53W | 6000Type | 5000K | 6000Im N/A 1197 x 150 X 65 NNFC60053 | 8.4kg = 17544 | 1
| 6000Type | 6500K 5820im N/A 1197 x 150 x 65 NNFC60103 84kg | 17544 | 1

“Condition Apply
.
| PROID
Recessed type W150

s [nput Voltage : AC220V £10%, 50/60Hz
* Long life of LEDs 50,000*BH (L70}
= Confirmed to PCSS
(Panasonic Corporation Safety Standards)
= Optics : Polycarbonate Diffuser

» With Driver

Application areas

(offices [

Schools ][ Caonfarance ]

240
([ pans ) BPO ][ Hospitais ) ‘ | a0 ~ ‘
Wattage D ::;?;;lt'i:; % chmu;nosllsén {[I),’ Tﬁvnﬂﬂ‘) Product Code Weight
(LxXW)mm mm

2000 Type | 4000K 1960im 1185 x 125 1197 x 150 x 65 NNFC20004 _ 13.8kg . 11220 1

20W : 2000 Type I 5000K . 2000im 1185 x 125 1197 x 150 x 65 NNFC20054 -' 13.8kg | 11220 1
| 2000Type | B500K = 1940im | 1185x125 | 1197 x 150x65 NNFC20104 | 138kg = 11220 | 1

4000 Type 4000K 3290Im 1185 x 125 1197 x 150 x 65 NNFC40004 13.8kg 14220 1

38W | 4000Type | 5000K | 4000im | 1185x125 | 1197x150x65 | NNFC40054 | 13.8kg | 14220 | 1
| 4000 Type | 6500K | 3880im | 1185x125 | 1107 x 150 x 65 NNFC40104 | 13.8kg | 14220 |

6000 Type _ 4000K 5580Im 1185 x 125 1197 x 150 x 65 NNFC60004 _ 13.8kg 18360 1

53w . 6000 Type 5000K | 6000Im 1185 x 125 1197 x 150 x B5 NNFC60054 13.8kg - 183860 1
. 6000 Type . 6500K 5820Im 1185 x 125 1197 x 150 x 65 NNFC60104 13.8kg 18360 1

“Condition Apply
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| PROID

Recessed type W300 [ﬂ P \
80|20 .

= Input Voltage : AC220V £10%, 50/60Hz ——
» Long life of LEDs 50,000*BH (L70) e
*» Confirmed to PCSS =
(Panasonic Corporation Safety Standards) e
» Optics : Polycarbonate Diffuser

* With Driver

Application areas e

[ Offices ] [ Schools J[ Conference ] EIEV“ — — ]
([ Banks ][ BPO ][ Hospitals ] | @EL ‘

D:;::;tf;n Dg::tegsiu;n ST:-?:T-?) Product Code
(LxW)mm mm

2000Type | 4000K | 1960im | 1185x275 | 1197 x 297 65 NNFC20005 92kg = 11220 | 1
20W 2000Type | 5000K | 2000im | 1185x275 | 1197x207x65 | NNFC20055 | 9.2kg | 11220 | 1

2000Type | 6500K | 1940lm | 1185x275 | 1197 x297x65 NNFC20105 | 92kg = 11220 | 1

4000Type | 4000K | 3290im | 1185x275 | 1197 x 297 x65 NNFC40005 92kg = 14688 | 1
30W 4000Type | 5000K | 4000im |  1185x 275 1197 x 297 x 65 NNFC40055 92kg | 14688 1

4000Type | 6500K | 3880lm | 1185x275 | 1197 x297 x65 NNFC40105 9.2kg | 14688 | 1

6000Type | 4000K | 5580lm | 1185x275 | 1197 x 297 x65 NNFC60005 92«g @ 18360 | 1
53W 6000 Type | 5000K | 6000Im | 1185x275 | 1197 x297 x65 NNFC60055 9.2kg = 18360 | 1

B000Type | 6500K | 5820im | 1185x275 | 1197 x297X65 NNFC60105 92«g | 18360 | 1

*Condition Apphy

| PROID

Recessed type Square Ra IP

= |nput Voltage : AC220V +10%, 50/60Hz 8 0 2 O

= Long life of LEDs 50,000*BH (L70) =

= Confirmed to PCSS
(Panasonic Corporation Safety Standards)

= Optics : Polycarbonate Diffuser

= With Driver

LHRE 2}

e LIEE &1
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Application areas

( officas ][ Schools ][ Conference ] B = |

[ Banks ][ BPO ][ Hospiais ]

Product '_Cut Qut Dimension ‘
Description Dimension (LxWxH) Product Code Weight
(LxW)mm mm
3000 Type 4000K | 2940Im | 575x575 597 x 597 x 53 NNFC70020 76kg | 16320 1
30w 3000Type | 5000K | 3000lm | 575x575 597 x 597 x 53 NNFC70070 76kg = 16320 | 1
3000Type | 6500K | 2910lm | 575575 57 x 597 x 53 NNFC70120 | 76kg | 16320 | 1
6000Type | 4000K | 5880Im | 575575 597 x 507 x 53 NNFC70021 76kg | 18360 | 1
50W B000Type | 5000K | 6000Im | 575x575 597 x 597 x 53 NNFC70071 76kg | 18360 | 1
6000Type | 6500K | 5820im | 575x575 | 597 x597x53 NNFC70121 | 76kg | 18360 | 1
9000 Type 4000K | 8330Im | 575x575 597 x 597 x 53 NNFC70022 78kg | 26520 1
77W 9000 Type 5000K | 8500lm | 675x575 | 597x597x53 NNFC70072 76kg | 26520 1
9000Type | B500K | 8245m | 575x575 597 x 597 x 53 NNFC70123 76kg | 26520 | 1
“Condition Apply

Commercial Terms & conditions :

All the prices are subject to general term & conditions of our business. List Price are exclusive of local taxes or levies at the prevalling rates which will be charged extra. Prices are subject
o change without prior notice. If any dispute arise It will be subject to Mumbal jurisdiction Due to continuous improvernents in the product design, development and the manufacturing
methods, the product may differ in some respect from the detalls provided herein. Current details should therafore be chacked with the company.
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| Industrial Batten

Low maintenance & high performance
industrial batten with separate LED Tube
for direct replacement of conventional
FTL luminarie.

* Input Voltage : AC220-240V, 50/60Hz

* Voltage operating range : 80-330V

* HPF

» High Surge Protection : 2.5KV

* Long life of LEDs 50,000"BH (L70)

* Confirmed to IEC Safety Standard (IEC60598, IECG1347)
* Optics : Ploycarbonate

» With Driver

Application areas

Ra

[1 20°] [>70J { 2“

[ Industries J [ Warehousa ] [ Super Markst

)

[ Pubilic places ][ Car Parking ]

Cut Out Dimension
Proq HED Dimension (LxWxH) Product Code
Description RS okt

Industrial Batten | 3000K : 1800Im N/A 1250 x 38 x 70 ABTO021203 == | 2500/- 1
20w Industrial Batten | 4000K 1880Im | N/A 1250 %38 x 70 ABTO021204 - | 2500/~ 1

Industrial Batten | 6000K | 2000im | N/A 1250 x 38 x 70 ABT021206 ~ | 2500~ 1

Industrial Batten | 3000K 3600im | N/A 1250 x 38 x 70 ABT021403 = | 4000/- 1
40W Industrial Batten = 4000K 3760Im | N/A 1250 x 38 x 70 ABT021404 i | 4000/- 1

Industrial Batten | 6000K | 4000im | N/A 1250 x 38 x 70 ABT021406 -~ | 4000/~ 1

| |
*Condition Apply
| Flood Light New
Ascetically designed LED Flood Light Luminarie
equipped with specially designed heat sink, 1{ Ra IP
reliable integrated energy efficient electronic
driver which is suitable for Easy replacement of 60° ) > 0 65 i
Conventional Flood Light.
OBR0o00000

» Input voltage: AC220-240V, 50/60Hz 858%8888
= Voltage operating range : 80-330V %é%k}ﬁgggg
* HPF S Slat e sleistate
* High Surge Protection : 4KV HEHeREER
* Long life of LEDs 50,000" BH (L70)

* Confirmed to IEC Safety Standard (IEC60598, IECG1347)
= Optics : Glass
» With Driver

Application areas

[ Signboard ][ Facade J

[ Industry ][ Fublic places ]

Dep ;;?::f; " S:JIIEJEL:; Dﬁ%ﬁ:ﬁn (Dll.lr:j\.*::: ?-Inl ‘ Product Code Weight MRP T
50W Flood Light B8000K 4880Im N/A 240 x 220 x 45 AFLO20506 1.6kg 10000/- 1
aow Flood Light 6000K 9200Im N/A 300 x 280 x 50 AFLO20906 2.9kg 14000/~ 1
120W Flood Light 6000K 10800Im N/A 300 x 280 x 50 AFL020CD6 2.9kg 20000/~ 1
*Condition Apply
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| Bay Light New |

Aesthetically designed Robust LED High
Bay equipped with specially designed Ra
heat sink & reliable integrated energy

efficient electronic driver to meet the 90° 60° [>70
different lighting requirement across '
industrial application suitable for easy :
replacement of conventional HID Lamps.

« Input Voliage : AC220-240V, 50/60Hz
= Voltage operating range : 80-330V

*HPF

*High Surge Protection : 4KV

*Long life of LEDs 50,000"BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
= Optics : Glass

= With Driver

Application areas

[ Warshouse ][ Iindusiry ][ Public places J

Product

iattade Description

Dimension (LxWxH)
mm mm

Product Code Weight | MRPZ

‘ Dimension I
|

Bay Light 60D | 4000K | 9400im N/A 315 x 180 x 130 ABY030004 | 3Okg | 20000/ | 1
Bay Light 80D 4000K - 9400Im N/A 315 x 180 x 130 ABY040904 - 3.9kg 20000/- 1
80W | BayLighteoD | 6500k | 9880MM N/A 315 x 180 x 130 ABY030907 | 39kg | 20000~ | 1
BayLight 90D | 6500K | 9880Im N/A 315 x 180 x 130 ABY040007 | 39kg | 20000/~ | 1
BayLight 60D | 4000K | 12800Im N/A 300 x 280 x 50 ABYO30CD4 | 49kg | 24000/ | 1
ow | BaYLient 80D | 4000K | 12800Im N/A 300 x 280 x 50 ABYO40CD4 | 49kg | 24000/ | 1
Bay Light 60D | 6500K | 13570im N/A 300 x 280 x 50 ABY030CD? | 49kg | 24000/ | 1
Bay Light 90D 6500K 13570Im N/A 300 x 280 x 50 ABY040CD7 1 4.9kg 24000/- 1
Bay Light 60D | 4000K | 15385Im N/A 300 x 280 X 50 ABYO30FG4 | 4.9kg | 28000~ | 1
isow | BevliantooD | 4000k | 1538sim N/A 300 x 280 x 50 ABY040FG4 49kg | 28000/~ | 1
Bay Light 60D | 6500K | 16368Im N/A 300 x 260 x 50 ABYO30FG7 | 49kg | 28000/ | 1
Bay Light 90D | 6500K | 16368Im N/A 300 x 280 x 50 ABYO4OFG7 | 49kg | 28000/~ | 1
*Gondition Apply
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| Bollard Light

Decorative & cylindrical shape LED
Bollard Light with integrated LED Driver
offers comfortable softlight, high
durability & IP 65 protection

= Input Voltage : AC220-240V, 50/60Hz
 Voltage operating range : B0-330V

* HPF

= High Surge Protection : 2.5KV

» Long life of LEDs 50,000*BH (L70)

* Confirmed to IEC Safety Standard (IEC80598, IECE1347)
* Optics : PMMA

* With Driver

Application areas

[ Gardeniighting || Pathweys ][ Lendscapearsa

)

ol

Wattage D::;?;?;n :;:::::Tt chmuttenosl;;n D;rge:::t]m ‘ Product Code Weight
mm mm
Bollard Light 3000K 200Im N/A 90 x 600 ABD010063 1.8kg . 10000/- 1
W Bollard Light 4000K 215Im N/A 90 x 600 ABDO10064 1.8kg 10000/- 1
Bollard Light 6000K 230Im N/A 90 x 600 ABD010066 1.8kg = 10000/~ 1
*Condition Apply

Post Top Light

Decorative, Robust and reliable LED post Top
with aluminum housing offers uniform Light
distribution, high durability and IP65 Protection.

= Input Veltage : AC220-240V, 50/60Hz

« Valtage operating range : 80-330V

= HPF

« High Surge Protection : 4KV

« Long life of LEDs 50,000*BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
* Optics : PMMA

» With Driver

Application areas

[ Gardeniighting | [ Pathways ]

495

Product CutOut Dimension
Wattage Description Dimension {(LxWxH) Product Code Weight MRPT
p mm mm

Post Top Light | 3000K 2750im N/A 450 x 442 x 495 APT010253 8kg 30000/~ 1
i Post Top Light | 4000K | 2870Im N/A 450 x 442 x 495 APTO10254 Bkg 30000/- 1

Post Top Light | 3000K 4400Im N/A 450 x 442 x 495 APT010403 8kg 38000/- 1
40W

PostTop Light | 4000K 4610Im N/A 450 x 442 x 495 APTO10404 Bkg 38000/- 1

“‘Condition Apply
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Step Light

Robust and reliable LED step Light with aluminum
housing offers uniform light distribution, high
durability and IP65 Protection

* Input voltage: AG220-240V, 50/60Hz

= Voltage operating range : 80-330V

= HPF

= High Surge Protection : 2.5KV

= ong life of LEDs 50,000" BH (L70}

= Confirmed to IEC Safety Standard (IEC60598, IEC61347)
= Optics : PMMA

= With Driver

Application areas

[ Garden area J [Landscapa amaJ

Cut Out Dimensian
D:srcor‘lj;t‘:;n Dimension (LxWxH) Product Code | Weight
mm mm
aw Step Light 4000K | 135Im N/A 127 x 70 x 50.5 ASE010034 0.25kg | 3000/~ 1
Step Light 6000K | 144im N/A 127 x 70 x 50.5 ASE010036 0.25kg | 3000/ 1
*Condiion Apply
n u
Spike Light Rev:

Stylish, Robust, reliable spike Light/ Bush Light
with aluminum housing offers uniform light
distribution with IP65 Protection suitable to
provide accent lighting for verity of application.

= Input voltage: AC220-240V, 50/60Hz

*\oltage operating range : 80-330V

*HPF

* High Surge Protection : 2.5KV

= Long life of LEDs 50,000" BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IECE1347)
« Optics : PMMA

= With Driver

Application areas

[ Garden area ][La,nuscape ama]

&

5]

pr !
(e,
B—r-es0

Product Cut Out Dimension
Description Dimension (LxWxH) Product Code Weight
B mm mm
Spike Light 3000K 310im N/A 66 x 113 x322 ASK010063 0.7kg | 5000/ 1
Spike Light 6000K 345Im N/A 66 x 113 x322 ASK010066 0.7kg | 5000/- 1
W Spike Light RED 135Im N/A 66 x 113 x322 ASKO01006R 0.7kg 5000/- 1
Spike Light GREEN | 284Im N/A 66 x 113 x322 ASK01006G O7kg | 5000/ 1
Spike Light AMBER | 280Im N/A 66 x 113 x322 ASK01006A 07kg | 5000/~ 1
*Condtion Apply
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| In-ground Light

Stylish, Robust & reliable in ground light
with aluminum housing offers uniform Ra P
light distribution with IP 67 protection. =
o |>70|| 67
1

* Input Voltage : AC220-240V, 50/60Hz
= Voltage cperating range : 80-330V L
* HPF =
= High Surge Protection : 4KV
= Long life of LEDs 50,000*BH (L70)
» Confirmed to IEC Safety Standard (IEC60598, IECE1347)
= Optics : PMMA P
* With Driver /(:?
Application areas (\@ )

a
[ Gardan lighting J [ Path ways J L Landscape area ] ==

Dg;‘;‘;’;‘;“ g‘;’t"p‘:"t DE:HEE:L;:n Dl(rgﬁ?n ‘ Product Code | Weight
In-groundLight 8000K 243Im N/A 15 x 175 AGLO10033 1.4kg | 6500/ 1
In-groundLight 6000K 270Im N/A 15 x 175 AGLO10036 1.4kg | 6500/ 1
aw In-groundLight RED 79Im N/A 115 x 175 AGLO1003R 1.4kg 6500/~ 1
in-goundLight | GREEN 152Im N/A 15 x 175 AGLO1003G 1.4kg | 6500/ 1
In-groundLight | AMBER | 150Im N/A 115x 175 AGLO1003A 1.4kg | 6500/ 1
*Condition Apply

| In-ground Light (Now

Stylish, Robust & reliable in ground light
with aluminum housing offers uniform
light distribution with IP 67 protection.

= Input Voltage : AC220-240V, 50/60Hz

* Voltage operating range : 80-330V

= HPF

= High Surge Protection : 4KV

» Long life of LEDs 50,000*BH (L70)

* Confirmed to IEC Safety Standard (IEC60598, IEC61347)
* Optics : PMMA

= With Driver

Application areas

[ Garden lighting ][ Path ways }[ Landscape area ]

Laiear Cut Out Dimension
Dimension (D xH) Product Code Weight

Description Output e o

In-groundLight 3000K 730Im N/A 160 x 190 AGLO10093 2.4kg 9500/~ 1

In-groundLight 6000K 808Im N/A 160 x 190 AGLO10096 2.4kg 9500/- 1
aw In-groundLight RED 236Im N/A 160 x 190 AGLO1009R 2.4kg 9500/~ 1

In-groundLight GREEN 459Im N/A 160 x 180 AGL0O1009G 2.4kg 9500/- 1

In-groundLight AMBER 450Im N/A 160 x 190 AGLO1009A 2.4kg 9500/- 1

“Condition Apply
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| In-ground Light

Stylish, Robust & reliable in ground light
with aluminum housing offers uniform
light distribution with IP 67 protection.

= Input Voltage : AC220-240V, 50/60Hz

= \loltage operating range : 80-330V

* HPF

= High Surge Protection : 4KV

* Long life of LEDs 50,000*BH (L70)

= Confirmed to IEC Safety Standard (IEC60598, IECE1347)
= Optics : PMMA

» With Driver

Application areas

[ Garden lighting ][ Path ways ][ Landscape area ]

Product Cut Qut Dimension
Wattage Dimension (DxH) Product Code
Description o
In-ground Light | 3000K 1220Im N/A 160 x 180 AGLO10183 2.4kg 11500/~ 1
In-ground Light | 6000K 1338Im N/A 160 x 180 AGLO10186 2.4kg 11500/~ 1
18W In-ground Light | RED 472Im N/A 160 x 180 AGLO1018R 2.4kg | 11500/~ 1
In-ground Light | GREEN 919Im N/A 160 x 180 AGLO1018G 2.4kg 11500/- 9
In-ground Light | AMBER | 900Im N/A 160 x 190 AGLO1018A 2.4kg | 11500/ 1
*Condition Apply

| Wall Mount Light

Surface mounted decorative & reliable in

ground light with aluminum housing offers
uniform light distribution with IP&5
protection.

= Input Voltage : AC220-240V, 50/60Hz

= Voltage operating range : 80-330V

=« HPF

= High Surge Protection : 4KV

= Long life of LEDs 50,0007BH (L70)

* Confirmed to |EC Safety Standard {(IEC60598, IEC61347)
= Optics : PMMA

» With Driver

Application areas

Path ways

[ ardenlightng ) [ ) [ Landscapearea )

Product CutOut Dimension
Dascription Dimension (DxH} Product Code
P mm mim
Wall MountLight | 3000K 450im N/A 276 x 75 AWB010103 1.6kg 6500/~ 1
10W Wall Mount Light | 4000K 470Im N/A 276 x 75 AWB010104 1.6kg 6500/ 1
Wall MountLight | B000K 497Im N/A 276 x 75 AWB010106 1.6kg 6500/~ 1
*Condition Apply
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| Up Down Light

Surface mounted decorative LED Up

application,

* Input Violtage : AC220-240V, 50/60Hz

» Voltage operating range : 80-330V

= HPF

* High Surge Protection : 2.5KV

* Long life of LEDs 50,000 BH (L70)

* Confirmed to IEC Safety Standard (IEC60598, IEC61347)
= Optics : PMMA

= With Driver

Application areas

[ Gardan lighting ][ Landscape area ]

Praduct

Wattage | noceription

Down light with aluminum housing offers Ra P
uniform light distribution with IP65 :
protection suitable for wall mount _60° >70 65

CutOut
Dimension
mm

Bl

|

35
Bl

Dimension
(LxWxH)
mm

Product Code

Up Down Light | 3000K 290Im N/A 84 x70x 180 AUDO10043 : 0.75kg 7500/- 1
4w Up Down Light | 4000K 300Im N/A 84 x 70 x 180 AUD010044  075kg = 7500/ 1
Up Down light | B6000K 320Im N/A 84 x70x 180 AUD010046 0.75kg 7500/- 1
*Condition Apply
| Up Down Light (Now |
Surface mounted decorative LED Up
Down light with aluminum housing offers Ra P
uniform light distribution with IP65
protection suitable for wall mount 25° >70|| 65

application.

e Input Voltage : AC220-240V, 50/60Hz

* Voltage operaling range : 80-330V

= HPF

* High Surge Protection : 2.5KV

# Long life of LEDs 50,000*BH (L70)

¢ Confirmed to IEC Safety Standard (IEC60538, IEC61347)
* Optics : PMMA

= With Driver

Application areas

[ Garden lighting ][ Landscape area }

CutOut Dimension
Dimension (DxH) Product Code
mm mm
Up Down Light = 3000K = 390Im N/A 80 x 110 AUD020063  0.45kg 8000/ \ 1
6w Up Down Light 4000K 405Im N/A 60x 110 AUDO020064 | 0.45kg 8000/~ 1
Up Down Light | B000K 430Im N/A 80x 110 AUDO20066 ' 0.45kg  8000/- 1
*Gondition Apply
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HEAD / REGIONAL OFFICES

EAST

Mg

Anchor Electricals Pvt. Ltd.

4th Floor, Block * C", Apeejay House
15, Park Street, Kolkata, West Bengal - 700 016.

Tel.: 033 32219196
WEST (H.0.)

Anchor Electricals Pvt. Ltd.

3'd Floor, B Wing I-Think Techno Campus,

Pokhran Road No. 2, Thane (W)

Thane - 400607. Maharashtra | Tel: (9122) 30418888

STATE / SALES OFFICES
NORTH-1
CHANDIGARH JAMMU

NORTH

Anchor Electricals Pvt. Ltd.

6th Floor, TDI Centre, Jasola District, New Delhi - 110025

Tel.: 011 46006400

SOUTH

Anchor Electricals Pvt. Ltd.

No. 8-12, lll Floor, Prestige Nebula- I, Infernity Road,
Bangalore, Karnataka - 560001 | Tel: 080-30284400-40

KASHMIR

PUNJAB

Anchor Electricals Pvt. Ltd.
§.C.F., 221, 2" Figor, Motor Mkt.,
Manimajra, Chandigarh - 160101,
Tel: 0172-3255715

AMRITSAR

Anchor Electricals Pvt. Ltd.

45, Deep Complex, Court Road,
Amritsar, Punjab - 143001

Tel: 0183-3202567

NORTH-2
RAJASTHAN

Anchor Electricals Pvt Ltd.
85/1-1%! Floor, Trikuta Nagar,
Jammu - 180012

Tel: 0191-2470735 / 2470736

UTTARAKHAND

4 Anchor Electricals Pvt, Lid.
Khasra No : 332-333-335 & 339,
1st Floor, Main Saharanpur Road,
Niranjanpur, Opp : Institute of

Hotel Management, HCL Compound,

Dehradun - 248 001
Tel: 0135-3241686

UDAIPUR

4 Anchor Elactricals Pvt. Lid.
SRINAGAR ( NEW ADDRESS )
Opp : Chief Engineers Office MES,
Sonwar , Srinagar - 190001
Tel.: 0194 2470489

HALDWANI

4 Anchor Electricals Pvt. Lid.

Shop No. U-28, Upper Ground Floor

Phase - 1, Durga City Centre
Haldwani - 263 141
Tel.; 05946 220175

JODHPUR

Anchor Electricals Pvt. Ltd.
224-225, 2"d Floor, Ganpati Plaza

M.l. Road Jaipur, Rajasthan - 302001

Tel: 0141-3007666 / 2331389

KOTA

4 Anchor Electricals Pvt. Ltd.
4C /201, Riddhi Siddhi
Complex, Madhuvan, Udaipur,
Rajasthan - 313001
Tel: 0294-2422412

UTTAR PRADESH

Anchor Electricals Pvt. Ltd.

Office Mo. 6, Plot No. 621, 18t Floor,
Mukesh Plaza, Dadabari, Kota,
Rajasthan - 324007,

Tel: 0744-2500368

KANPUR

Anchor Electricals Pvt. Ltd.

201, Govinda Building, 1-A,
Shahnajaf Road, Hazratgani,
Lucknow, Uttar Pradesh - 226001
Tel: 0522-3920999

ALLAHABAD

Anchor Electricals Pvt. Lid.
708, Kan Chamber, 7th Floor,
14/113, Civil Line, Kanpur,
Uttar Pradesh - 208001

Tel: 0512-3197999

WEST BENGAL

4 Anchor Electricals Pvt. Ltd.

2nd Flgor, 6C/1A, Bhagwan Ram
Mandir Marg, Strachy Road,
Pratap Tower, Civil Lines,
Allahabad, Uttar Pradesh - 211001
Tel: 09235444089

ASSAM

18t Floor, Hanshara House,
Beside City Mall (Bazar Kolkata),
Sevoke Road, Siliguri - 734001
Tel.: 96749 44357

EAST-2

BIHAR

Anchor Electricals Pvt. Ltd.
Duhang Arcade 2A, 21C Figor,
G. S Road, Tarun Nagar,

4 Anchor Electricals Pvt. Ltd.
308, 308A, Aggarwal Tower,
3" Floor, Sardarpura B Road,
Jodhpur, Rajasthan - 342001
Tel: 0291-2651000

VARANASI

4 Anchor Electricals Pvt. Lid.
P.N. 204, H No. G-27/274 A-3,
8-1, 27 Floor, Dr. Jai Singh
Building, Maldahiya, Varanasi,
Uttar Pradesh - 221001
Tel: 09307142565

Opp. Dona Planet, Guwahati, Assam -781005

Tel: 0361-2450577

ODISHA

SAMBALPUR

Anchor Electricals Pvi. Ltd.
89, Lodhi tower, Mall Road
Ludhiana, Punjab - 141001
Tel: 0161-4630796/3202567

JHARKHAND

Anchor Electricals Pvt. Ltd.

F-1, 15t Floor, Gitanjali Palace, Jamal
Road, Patna, Bihar - 800001

Tel: 0612-3297075

Anchor Electricals Pvt. Ltd.

2nd Floar,Creative Plaza, Rasulgarh

Square, Mouzabomikhal,
Bhubaneswar, Odisha - 751010,
Tel: 0674-3240109

4 Anchor Electricals Pvt. Lid.
Quality Mansion, 1%t Floor,
Nayapada, Sambalpur,
Cdisha - 768001
Tel: 09337780450

4 Anchor Electricals Pvt. Ltd.
509, 5! Floor, R. R Tower, Opp.
Akashwani, Ratu Road, Ranchi,
Jharkhand - 834005,

Tel: 0651-3241617
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WEST-1

GOA

Anchor Electricals Pvt, Lid,

403, Gera Imperium |I, 4 Floor,

Patto Panjim, Goa - 403001
Tel: 0832-3294189 / 3193131

NANDED

{ Anchor Electricals Pvt. Lid,
101 Millennium Tower, Bhawsar
Chowk, Malegaon Road,
Taroda Naka, Nanded - 431605
Tel: 02462-266855

PUNE

Anchor Electricals Pvt. Ltd.
Fifth Avenue, Office No.E4-A&B,
4 Floor, Dhole Patil Road,

Pune - 411001 Tel: 020-66207260

NAVI MUMBAI

4 Anchor Electricals Pvt. Lid.
Arenja Corner, 3 Floor, 301,
Sector 17, Vashl, Navi Mumbali,
Maharashtra - 400703
Tel: 022-65551316

THANE

4 Anchor Electricals Pvt. Ltd.
501, 511 Floor, Ace Business Centre,
LBS Marg, Castle Mill, Near Navneet
Motors, Thane (W) - 400602.
Tel: 022-32624527

AURANGABAD

Anchor Electricals Pvt, Lid,
Plot No. 8, Raj Tower, 27d Figor,
Near Angethi Hotel, Jaina Road,
Aurangabad - 431001

Tel: 0240-6500200

KOLHAPUR

4 Anchor Electricals Pvt. Ltd.
1st Floor, Office No. 4, Namdev Nest
Above Axis Bank, Opp. Kamla College
Rajarampuri, Takala, C. S. No. 1160B
Kaolhapur-416001
Tel: 0231-6050945

KALBADEVI ROAD NAGPUR

Anchor Electricals Pvt. Lid. 4 Anchor Electricals Pvt. Ltd.
C-369/485, Takwadi, Behind Tapashiya, 15t Floor, Near Rahale
Bank of India, 485, Kalbadevi Road, Hospital, Adamsha Chawk,
Mumbal - 400002 Nagpur - 440008

Tel: 022-39567073 Tel: 09370430998

-

NASHIK

Anchor Electricals Pt. Ltd.

Archit Icon, 18! Floor, Patil Lane Road,
Nashik - 422005.

Tel.: 91678 36843

-
-~

WEST-2
CHHATTISGARH GUJARAT SURAT VADODARA
Anchor Electricals Pvt. Ltd. Anchor Electricals Pvt. Ltd. 4 Anchor Electricals Pvt. Lid. 4 Anchor Electricals Pvt, Ltd.

316-317 (A to E), Ravi Bhavan,
3@ Floor, Jaistambh Ghowk,
Raipur - 492001

304, 3" Eye one complex, Opp.
Havmor Restaurant, Panchvali, C.G.
Road, Ahmedabad, Gujarat - 380006

403, 4 Floor, Union Trade Centre,
Beside Apple Hospital, Udhana
Darwaja, Ring Road, Surat,

306, Atlantis, Near Croma, Genda
Circle Road, Vadodara,
Gujarat - 390007

Tel; 0771-3291701 Tel: 079-30063870 / 26460172 Gujarat - 395002 Tel: 0265-6541992
Tel: 0261-3002008 / 0261-3002009
RAJKOT MADHYA PRADESH BHOPAL

Anchor Electricals Pvt. Ltd.
206-208, Darshan Mall, 29 Fioor,
Above HSBC Bank, 15/2, Race
Course Road, Indore,

Madhya Pradesh - 452003.

Tel: 0731-3952501 / 05

Anchor Electricals Pvt, Lid,

Office No. 502, 5! Floor, King's Plaza,
Astrone Chowk, Sardar Nagar,

Main Road, Rajkot,

Gujarat - 360001

Tel: 0281-3010400

-

4 Anchor Electricals Put. Ltd.
5, Zone-1, 18t Floor, CitiBank Road,
Opp Hotel Residency, M. P. Nagar,
Bhopal, Madhya Pradesh - 462011.
Tel: 0755-3061815 / 3081816

SOUTH-1
TELANGANA BANGALORE MANGALORE MYSORE
Anchor Electricals Pvt, Lid, Anchor Electricals Pvt. Ltd. 4 Anchor Electricals Pvt. Lid. 4 Anchor Electricals Pwt. Lid.

F

G2 1-8 384/385, Gowra Grand,
S. P. Road, Begumpet,
Secunderabad,

Andhra Pradesh - 500003

Tel: 040-30482989/ 2999

HUBLI

Anchor Electricals Pvt. Lid.
Aj122-146, 2nd Fioor, Mahalaxmi
Mansion, Above Axis Bank,

New Cotton Market,

Despande Nagar, Hubli - 580029
Tel: 0B36-3296694

SOUTH-2
KERALA

Anchor Electricals Pvi. Lid.

K. P. Varkey & Madathiparambi
Complex, 15t Floor, 351/1085 D,
Palarivattom, Cochin - 683525
Tel: 0484-3351000 / 01

Prestige Nebula - Il, 3rd Floor

Block 2nd, Infernity Road, Cubbon Rd

Bengaluru - 560001
Tel: 080-30284400 / O1

ANDHRA PRADESH

4 Anchaor Electricals Pvi. Lid.

Door No.49/1015, V.N.R.Tower,
2nd Floor, Labbipet Krishna,
Vijaywada - 520010

Tel: 0866-3056789

TAMILNADU

Anchor Electricals Pvt. Ltd.

Level 3, Ispahani Centre, 123-124,
Nungambakkam High Road,
Chennai, Tamilnadu - 600034
Tel: 044-30261700 / 01

225, 1st Floor, Ideal Tower
Opp Saravu Ganpathi Temple
Hampanakatta,

MANGLORE - 575 001

Tel.: 93411 81091

COIMBATORE

4 Anchor Electricals Pvt. Lid.
Balavasantha Complex, No.1
Bharthi Park, Cross Road 2,
NSR Road, Sainaba Colony
Coimbatore - 641 011

-~

Nakshatra, No. 858/859,

CS 20 K. R. Mohalla, Narayana
Shastry Road, Mysore,
Karnataka - 570024

Tel.: 0821 3248484

MADURAI

Anchor Electricals Pvt. Ltd.
Wise House, Door No.109
Vakil New Street, Madurai,
Tamilnadu - 625001

Tel: 0452-3720896 / 99

Tel.: 0422 3226214/17
PONDICHERRY

4 Anchor Electricals Pvt. Ltd.
201, 18! Figor, Mission Street,
Pondicherry - 805001
Tel: 0413-3190071 / 3190081

SHOWROOM ADDRESS
MUMBAI BENGALURU
Units No.3 and 4A Situated at #40/1, Ground Floor,

The Link {Jay Prabhat Co-operative Vittal Mallya Road,
Housingg Society Ltd.),Sahakar Nagar, Bengaluru - 560 001
Link Road, Near Audl Showroom,

Andneri(West), Mumbai - 400053.
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Visit us at
http://panasonic.net/ecosolutions/lighting/in

In INDIA Marketed by

Anchor Electricals Pvt, Ltd.

A member of the Panasanic Group

3rd Floor, B Wing, I-Think Techno Campus,

Pokhran Road No 2, Thane (West), Thane - 400 607. Maharashtra
Customer Care Cell: 1800-103-8606 / Email: info@anchor-world.com
www.anchor-world.com
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